
















































location clearly designated on site. The designation method used shall be indicated on the plan 
submitted for review. 

Section 11.6.- Removal of trees. 

A tree may be removed if it is located in an area where a structure or improvements will be placed 
according to an approved plan and it cannot be relocated on the site because of age, type or size of the 
tree; or the tree is diseased, injured, in danger of falling too close to existing or proposed structures, 
interferes with existing utility service, creates unsafe vision clearance or conflicts with other ordinances or 
regulations. 

Section 11.7.- Standards for the location, relocation or replacement of trees. 

Unless otherwise stated herein, trees shall be saved, located, relocated or replaced to ensure a 
minimum of six inches of DBH for every 2,500 square feet of the total lot area (rounded to the nearest 
whole number). In the event that specimen trees must be removed the DSD shall require additional 
replacement trees with a minimum of three inches DBH for every six inches of the specimen tree 
removed. 

Section 11.8.- Area tree protection requirements. 

Fifteen percent of the square footage of any development shall be designated for the protection of 
trees. The area required to protect specimen trees may be included to satisfy this requirement. This 
required area may be constituted as one or more sub areas within the development. Said area may 
include any landscape buffer or other landscape areas required by this code. Such designated areas shall 
contain sufficient land area to comply with minimum tree protection standards to adequately protect the 
trees contained within the areas. A minimum of 50 percent of the required minimum number of trees as 
required by section 11.6 of this chapter shall consist of existing trees within said area. This requirement 
may be modified if the development contains an insufficient amount of existing trees to meet this 
requirement, or the modification of this requirement is warranted by specific on-site conditions. 

Section 11.9. - Natural vegetation retention areas. 

Areas of a development may be designated as natural vegetation retention areas indicating that all 
existing vegetation shall remain undisturbed within said designated area. Under this designation, trees 
that contain two inches and up to six inches DBH size may be retained as replacement trees. 
Replacement trees shall be considered protected trees and shall be spaced sufficiently far apart to allow 
adequate growth room for the species. 

Section 11.10. -Prior to commencement of construction. 

Prior to the commencement of construction, the applicant shall clearly mark any tree or tree groups 
to be maintained as required by section 11 .5.1 . of this chapter, in the proximity of any area where land
clearing equipment is to be operated. The markings shall remain in place during construction. Said 
equipment shall be operated in a manner as to not injure or destroy any trees in accordance with this 
chapter. 

Section 11.11.- During construction. 

During the construction stage of development, a temporary barrier at least three feet in height shall 
be formed to create a minimum radius of six feet from the base of the tree or trees . It shall include at least 
50 percent of the area under the drip line of the tree. The developer shall not cause or allow the cleaning 
of equipment or material within the drip line of any tree or groups of trees to be maintained. Neither shall 
the developer cause or allow the disposal of waste material, such as paint, oil , solvents, asphalt, 
concrete, mortar or any other material harmful to the life of a tree within the drip line of any tree or groups 
of trees. No attachment, wire (other than protective guy wires), signs or permits may be fastened to a 
tree. Nothing contained herein shall be construed to prevent the designation of driveways or parking 
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areas beneath tree branches so long as the impervious surface amounts to no more than 50 percent of 
the total area under drip line of the tree. In no event shall the impervious area be located closer than six 
feet from the truck of the tree. In no event shall motorized equipment be allowed to park on or traverse 
the area that is to remain in its natural state surrounding a tree that is to be preserved. 

Section 11.12. - Natural soil level. 

Except for palm trees, all trees and replacement stock shall have their natural soil level maintained. 
Tree wells and/or planter islands shall be provided, if necessary, to maintain the natural existing soil level. 
All efforts shall be made to maintain natural drainage to such trees. 

Section 11.13. -Tree maintenance and survival. 

11.13.1 . Tree maintenance. All tree planting and replacement shall be of a sound workmanship manner 
and according to accepted good planting procedures. The owner of the property shall be responsible 
for the maintenance of all trees required by this code, which shall be maintained in good condition so 
as to present a healthy and safe appearance. 

11.13.2. Tree survival. Except for any exemptions contained in this chapter, all trees relocated, 
replaced or existing as required by this code shall be replaced by the property owner or lessee in the 
event said trees are not maintained in a healthy condition. If the development otherwise meets the 
minimum requirements of the code, the DSD may waive the replacement requirements. To ensure 
survival of trees, the DSD shall also utilize the provisions of the Tree Protection Manual for Bu ilders 
and Developers published by the state department of agriculture and consumer services, division of 
forestry, or other comparable protection requirements. 

Section 11.14. - Street trees to be planted. 

11 .14.1. Official street trees. The following list constitutes the official street tree species for Orange City, 
Florida. No species other than those included in this list may be planted as street trees without 
written permission of the city tree board. 

r 

I _j Small Trees Medium Trees Large Trees 

,....----

I 
Dahoon Holly 

I 
Dogwood Bald Cypress 

r-

T I 
Hop Hornbeam Sable (Cabbage) Palm Winged Elm 

-,--

I 
~- I 

Redbud Hackberry Red Maple I 
r -

r 
-, - J 

Chickasaw Plum American Holly Laurel Oak 

I 
Bottle brush 

I 
Loblolly Bay Live Oak 

Pindo Palm r Cherry Laurel 

I 
Washington Palm 

--~---

I I 
Pumpkin Ash Sycamore _] 

East Palatka Holly I Southern Magnolia 

I 

15 



---------r--------SweetGum I 
Crape Myrtle _ oate P~l:_ J 
Wax Myrtle 

Drake Elm ________ I 

11.14.2. Spacing. The official street tree species, size and classes listed in section 11 .14.1 . of this 
chapter shall be planted in according to the following spacing distance: Small trees, 30 feet; medium 
trees, 40 feet; large trees, 40 feet, except in special plantings designed or approved during the site 
plan process. 

11 .14.3. Distance from curb or sidewalk. The official street tree species size classes listed in section 
11 .14.1. of this chapter shall not be planted closer to any curb or sidewalk than the following: Small 
trees, two feet; medium trees, three feet; and large trees, four feet. 

11 .14.4. Distance from street corners and fire hydrant. No street tree shall be planted closer than 20 
feet from any street corner, measured from the point of nearest intersecting curbs or curb lines. No 
street tree shall be planted closer than ten feet of any fire hydrant. 

11 .14.5. Public tree care. The city shall have the right to plant, prune, maintain and remove trees, 
plants and shrubs within or extending over right-of-way lines of all streets, alleys, avenues and lanes, 
squares and public grounds, as may be necessary to insure public safety or to preserve or enhance 
the symmetry and beauty of such public grounds. The city tree board may remove or cause to be 
removed, any tree or part thereof that is in an unsafe condition or which, by reason of its nature, is 
injurious to sewers, electric lines, gas lines, water lines or other public improvements, or is infected 
with any injurious fungus, insect or pest. This section does not prohibit the planting of street trees by 
adjacent property owners providing that the selection and location of said trees is in accordance with 
sections 11 .14.1. through 11 .14.5. of this chapter. 

11 .14.6. Tree topping. It shall be unlawful as a normal practice for any person, firm or city department 
to top any street tree, park tree or other tree on public property. Topping is defined as the severe 
cutting back of limbs to stubs larger than three inches in diameter within the tree's crown to such a 
degree so as to remove the normal canopy and disfigure the tree. Trees severely damaged by 
storms or other causes, or certain trees under utility wires or other obstructions where other pruning 
practices are impractical, may be exempt from this article at the determination of the city tree board. 

11.14. 7. Pruning, corner clearance. Every owner of any tree overhanging any street right-of-way within 
the city shall prune the branches so that such branches shall not obstruct the light from any street 
lamp or obstruct the view of any street intersection and to create a clear space of eight feet above 
the surface of the street sidewalk. Said owners shall remove all dead, diseased or dangerous trees , 
or broken or decayed limbs. The city shall have the right to prune any tree or shrub on private 
property when it interferes with the proper spread of light along the street from a streetlight, or 
interferes with visibility of any traffic control device or sign. This subsection shall also apply to 
existing single-family owner-occupied residences in single-family and two-family zoning districts . 

11.14.8. Exceptions. During the period of emergencies such as hurricane, windstorm, flood, freeze or 
other disasters, the requirements of this chapter may be waived by the city manager. Said waiver 
must be for a time certain and may not be for an indefinite period. 

(Ord. No. 498, § 2(Att. A), 3-26-13) 

16 



Section 11.15.- Tree bank. 

Should it be physically impossible according to accepted good planning procedures to replace all 
required replacement trees. The DSD may allow the developer to make a contribution to the city's tree 
bank based on the banking formula listed here. Contributions to the tree bank shall be reserved to 
enhance city property and rights-of-way with tree installation, replacement and maintenance. 

TREE BANKING FORMULA 

4.93 square inches x number of replacement trees x $27.00 

Notes: 

4.93 square inches = cross-sectional area of a 2W' caliper tree measured at 12" height (2W' 
measured at 12" height is equal to 2" measured at DBH). 

4.93 x $27.00 (accepted national value per square inch) = $133.00 for 2" tree (rounded to the 
nearest dollar). 

Example: 35" specimen tree to be removed =five replacement trees at 2" caliper DBH = $133.00 x 5 
= $665.00 to be tree banked with the city. 

Section 11.16.- Stop work order. 

The DSD shall issue a "stop work order" to any person found in the act of cutting down, destroying, 
damaging or removing trees in violation of this code. 

(Ord. No. 210, Exh. A, 8-24-04) 

Section 11.17.- Appeals. 

Any person may appeal a decision of the DSD in the enforcement or interpretation of any of the 
terms or provisions of th is chapter as provided for by chapter 3, section 3.11 of this code. 

(Ord. No. 498, § 2(Att. A), 3-26-13) 

Section 11.18.- Violations and penalties. 

Violations shall be processed and penalties levied as provided for by the City Code of Ordinances. 

Section 11.19.- Specimen trees. 

-
Common Name Botanical Name DBH (inches and larger) 

I 

Taxodium distichum 12 
I 

Ulmusspp. ~ 18 

Hickory Carya spp. I 18 

I 
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----,--

I Laurel Oak species Quercus laurifolia 18 

I 
Live Oak Quercus virginiana 18 

Loblolly Bay Gordonia lasianthus 12 

Red Bay Persea borbonia 12 _j 
-I 

Red Maple Acer rubrum 18 

River Birch Betula nigra 12 

Shumard Oak 

I 
Quercus shumardii 

I 
18 

Slash Pine Pinus elliottii 18 

Southern Magnolia 

I 
Magnolia grandiflora 12 

I 

Southern Red Cedar 
.. 

Jun1perus v1rgm1ana 12 

Swamp Bay 

I 
Persea palustris 

I 
12 

Sweet Bay Magnolia Magnolia virginiana 12 

--r 

r I 
Sweetgum Liquidambar styraciflua 18 

I 

Sycamore Platanus occidentalis 18 ____ I 
Turkey Oak Quercus laevis 12 I 

(Ord. No. 210, Exh. A, 8-24-04) 
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